
SmileyLiftingSolutions.com
800.452.5011

LENGTH
25’ BUMPER

TO BUMPER

84’
TIP HEIGHT

Rear-Mounted Crane with the Longest Boom 
Available Mounted on a Non CDL Truck

Front-Mounted Crane available uopn request

NATIONWIDE RENTALS | SALES | SERVICE  FINANCING AVAILABLE

10,000LBS
LIFTING CAPACITY
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LOAD RATINGS WITH ALL OUTRIGGERS FULLY EXTENDED

MAXIMUM LOAD CHART

WORKING
RADIUS
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1. Fully extend ALL outriggers on a solid, level surface and level the vehicle.

2. The rated loads shown in the chart are based on the crane’s strength rather than stability.

3. Rated loads shown must be reduced in accordance with vehicle weight and loaded condition of    
    truck, crane mounting position, wind, ground condition and operating speed.

4. The weights of the hook, slings and any accessories attached to the boom or loadline must be   
    deducted from the above rated loads in the chart.

5. The wire rope loadlines have specific load limitations, as follows:

    1 part line = Load up to 2,500 lbs   3 part line = Load up to 7,500 lbs
    2 part line = Load up to 5,000 lbs  4 part line = Load up to 10,000 lbs

    This machine complies with OSHA Regulations 1910.180 AND 1926.550 where applicable at the  
    date of manufacture.

Length of Unit 25ft (Bumper to Bumper)

Capacity 10,000lbs @ 7ft
Payload Capacity 4,000lbs
Retracted 
Length 22.5 ft 

Tip Height 84ft

Outriggers 4 (Out & Down)

Boom 4 Section, 6-Sided Hexagonal Boom

Overload  
System

Overload Protection System  
with Safety Shutdown

Hydraulic  
Controls

Multiple Control valve, spring centered, 
spool-type, with Pressure Relief Valve

Swing Design 360° Continuous Rotation

Warranty 12 Months - Parts/Labor

SPECIFICATIONS

OPTIONS
Wireless 4-Function 
Remote Control

Work Baskets

Can be Mounted on  
Your Choice of Non CDL Truck

Walk-through Man Stands for  
Easy Access to Bed

500 lb Lifting Capacity at 70’ 
from Rear of the Truck

Custom Tailored Paint to 
Match Your Company Colors
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